Revised: February 3, 2002 





StarTeduiom 

The Professionals' Source For Hard-to-Find Computer Parts 



FCC COMPLIANCE STATEMENT 



This equipment has been tested and found to comply with the limits for a Class B 
digital device, pursuant to part 15 of the FCC Rules. These limits are designed to 
provide reasonable protection against harmful interference in a residential installation. 
This equipment generates, uses and can radiate radio frequency energy and, if not 
installed and used in accordance with the instructions, may cause harmful interference 
to radio communications. However, there is no guarantee that interference will not 
occur in a particular installation. If this equipment does cause harmful interference to 
radio or television reception, which can be determined by turning the equipment off 
and on, the user is encouraged to try to correct the interference by one or more of the 
following measures: 

• Reorient or relocate the receiving antenna. 

• Increase the separation between the equipment and receiver. 

• Connect the equipment into an outlet on a circuit different from that to which the 
receiver is connected. 

• Consult the dealer or an experienced radio /TV technician for help. 
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Introduction 



Thank you for purchasing a StarTech.com game console to monitor adapter. This adapter 
will take your television's composite video or S-video signals and turn them into full- 
screen video signals that can be displayed by your PC. Easy Plug and Play installation 
means that with just a few cable connections, information from your game console, 
camcorder, VCR, laser disk player or DVD player will be converted to VGA format and 
displayed on your monitor. 



Features 

• Converts video signals to VGA signals that can be displayed on your monitor 

• Supports NTSC or PAL video systems 

• Supports Composite video and S- Video connections 

• Conforms to Plug and Play specifications 

• Allows you to switch between Video and PC inputs 

• Backed by StarTech.com's one-year warranty 

Before You Begin 

To ensure a quick and easy device installation, please read through this section carefully 
before attempting to install the device. 

System Requirements 

• PC monitor with 15-pin high-density (HD) port with a horizontal signal (HS) of 
31.5KHz or higher and a vertical signal (VS) of 60KHz or higher for NTSC systems or 
50KHz or higher for PAL systems 

• Video and audio source (i.e., DVD, VCR, game machine, camcorder) 

• Pair of speakers 
Contents 

This package should contain: 

• 1 x COMP2 VGA adapter 

• 1 x 15-pin HD extension cable 

• 1 x stereo audio cable 

• 1 x 9V DC power supply 
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DC9V 

I Connects power 
supply to external 
power source 



VGA In 

(Connects 15-pin 
IHD cable to PC's 
I monitor port 



Monitor 
I Connects to your I 
■ PC monitor ! 



Line In 

Connects audio 
cable to PC's 
sound card 
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SPK Out 

Connects to 
external speakers 
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Reset 

Resets the 
adapter 



s/c 

IN: S-Video 
OUT: Composite 



LED (Green) 
Lit when adapter 
is powered 



Audio In 

Connects to audio 
cables from video 
source 



C-ln/S-ln 

Connects to Composite 
or S-Video cables on 
video source 



Bright 

Adjusts screen 
brightness 



Status 

Adjusts screen 
position 



Mode 

IN: Video mode 
OUT: PC mode 



